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Protection class 1: the fitting must be earthed.
IDE-60031 (WD Beschermklasse 1, het armatuur moet geaard worden.
(P> Classe de sécurité 1, I'armature doit étre mise  la terre.
0y 0, 0,
DIMMABLE 12 A)' 50 /O and 100 /6 Schutzklasse 1, die Armatur muss geerdet werden.
e WATT
|NSTANT LIG HT (ND Beskyttelsesklasse 1:armaturet ma jordes.
(&> Skyddsklass 1, armaturen méste jordas. N ] P
RA VALUE >75 Beskyttelsesklasse 1, armaturet skal have jordforbindelse. - -
@™ Suojausluokka 1, valaisin pitéa maadoittaa.
LIFETIME 25.000H Klasa zabezpieczenia 1: urzadzenie musi byc uziemione.
SWITCHING CYCLES 15 OOOX Knacc 3awmTsl 1: apMaTypa AonXKHa 6biTb 3a3eMneHa.
3awwTa OT KNac 1: OCBETUTENHOTO TS0 TPSIGBA A3 € 333eMeHO.
VOLTAGE, FREQUENCY 220-240V~50HZ B> 1. védelmi osztaly: a szerelvény foldelheto.
Clasé 1 de protecpie: corpul de iluminat trebuie impa@mantat.
WATTAGE 12w (8K Trieda ochrany 1: zariadenie musi byt uzemnené.
LUMEN (FROM ERP 800LM Klasa zadtite 1: svjetiljka mora biti uzemljeno.
OR LUMEN FLUX) (&2 Tida ochrany 1: zafizeni musf byt uzemnéno. CLICKTO DIM
Zasgitni razred 1: nosilec senzorja je potrebno ozemljiti.
COLOR TEMPERATURE 4000K (I Classe di protezione 1, la lampada deve avere la messa a terra.
(PD Classe 1 de protecgdo: a ferragem de conexdo deve ser ligada a terra
CE> Proteccién de Clase 1: el montaje debe estar conectado a tierra.
MpoaTaTeuTikd yuahi 1: n epapuoyn Npéner va yeiwBei.
(IR> Emniyet trd 1: Tertibat topraklanmalydyr.

LED ceiling light

LED ceiling light "I LED plafondlamp ©F LED Deckenleuchte = Plafonnier LED
Plafon LED |1 Plafoniera LED " Luz de teto LED | Candeeiro Tecto LED
LED tavan lambasi -/ Candeeiro Tecto LED

> | NL: 088 5940501  Lokaal tarief
smartwares BE: 078 481094(NL) Lokaal tarief

urope BE : 078 481540(FR) Tarif local

Jules Verneweg 87 |ER: 0825560650 _18ctmin
P 9 DE: +49 (0) 1805 010762

5015 BH Tilburg 14Ct/Min. dt. Festnetz,

The Netherlands Mobil max. 42Ct./Min
UK: +44(0) 345 230 1231
Aservice.smartwares.eu ES : +34 938427589
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